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selected by the SRD for observer cov-
erage. Vessel permit renewal is contin-
gent upon compliance with this para-
graph (a).

(b) Notification to the SRD. When ob-
server coverage is required, an owner
or operator must advise the SRD in
writing not less than 5 days in advance
of each trip of the following:

(1) Departure information (port,
dock, date, and time).

(2) Expected landing information
(port, dock, and date).

(c) Observer accommodations and ac-
cess. An owner or operator of a vessel
on which a NMFS-approved observer is
embarked must:

(1) Provide accommodations and food
that are equivalent to those provided
to the crew.

(2) Allow the observer access to and
use of the vessel’s communications
equipment and personnel upon request
for the transmission and receipt of
messages related to the observer’s du-
ties.

(3) Allow the observer access to and
use of the vessel’s navigation equip-
ment and personnel upon request to de-
termine the vessel’s position.

(4) Allow the observer free and unob-
structed access to the vessel’s bridge,
working decks, holding bins, weight
scales, holds, and any other space used
to hold, process, weigh, or store fish.

(6) Allow the observer to inspect and
copy the vessel’s log, communications
logs, and any records associated with
the catch and distribution of fish for
that trip.

§622.28 Vessel
(VMSs).

The VMS requirements of this sec-
tion apply throughout the Gulf of Mex-
ico and adjacent states.

(a) General VMS requirement. An
owner or operator of a vessel that has
been issued a commercial vessel permit
for Gulf reef fish, including a charter
vessel/headboat issued such a permit
even when under charter, must ensure
that such vessel has an operating VMS
approved by NMFS for use in the Gulf
reef fish fishery on board at all times
whether or not the vessel is underway,
unless exempted by NMFS under the
power-down exemptions specified in
paragraph (d) of this section and in the

monitoring systems
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NOAA Enforcement Vessel Monitoring
System Requirements for the Reef Fish
Fishery of the Gulf of Mexico. This
NOAA Enforcement Vessel Monitoring
System Requirements document is
available from NMFS Office for Law
Enforcement (OLE), Southeast Region,
263 13th Avenue South, St. Petersburg,
FL 33701; phone: 800-758-4833. An oper-
ating VMS includes an operating mo-
bile transmitting unit on the vessel
and a functioning communication link
between the unit and NMFS as pro-
vided by a NMFS-approved commu-
nication service provider. NMFS OLE
maintains a current list of approved
VMS units and communication pro-
viders which is available from the VMS
Support Center, NMFS OLE, 8484 Geor-
gia Avenue, Suite 415, Silver Spring,
MD 20910 or by calling toll free: 888-219—
9228. If a VMS unit approved for the
Gulf reef fish fishery is removed from
the approved list by NMFS OLE, a ves-
sel owner who purchased and installed
such a VMS unit prior to its removal
from the approved list will be consid-
ered to be in compliance with the re-
quirement to have an approved unit,
unless otherwise notified by NMFS
OLE. At the end of a VMS unit’s serv-
ice life, it must be replaced with a cur-
rently approved unit for the fishery.

(b) Hourly reporting requirement. An
owner or operator of a vessel subject to
the requirements of paragraph (a) of
this section must ensure that the re-
quired VMS unit transmits a signal in-
dicating the vessel’s accurate position
at least once an hour, 24 hours a day
every day unless exempted under para-
graphs (c) or (d) of this section.

(¢c) In-port exemption. While in port,
an owner or operator of a vessel with a
type-approved VMS unit configured
with the 4-hour reporting feature may
utilize the 4-hour reporting feature
rather than comply with the hourly re-
porting requirement specified in para-
graph (b) of this section. Once the ves-
sel is no longer in port, the hourly re-
porting requirement specified in para-
graph (b) of this section applies. For
the purposes of this section, ‘‘in port”
means secured at a land-based facility,
or moored or anchored after the return
to a dock, berth, beach, seawall, or
ramp.
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(d) Power-down exemptions. An owner
or operator of a vessel subject to the
requirement to have a VMS operating
at all times as specified in paragraph
(a) of this section can be exempted
from that requirement and may power
down the required VMS unit if—

(1) The vessel will be continuously
out of the water or in port, as defined
in paragraph (c) of this section, for
more than 72 consecutive hours;

(2) The owner or operator of the ves-
sel applies for and obtains a valid let-
ter of exemption from NMFS OLE VMS
personnel as specified in the NOAA En-
forcement Vessel Monitoring System
Requirements for the Reef Fish Fish-
ery of the Gulf of Mexico. This is a one-
time requirement. The letter of exemp-
tion must be maintained on board the
vessel and remains valid for all subse-
quent power-down requests conducted
consistent with the provisions of para-
graphs (d)(3) and (4) of this section.

(3) Prior to each power-down, the
owner or operator of the vessel files a
report to NMFS OLE VMS program
personnel, using the VMS unit’s email,
that includes the name of the person
filing the report, vessel name, vessel
U.S. Coast Guard documentation num-
ber or state registration number, com-
mercial vessel reef fish permit number,
vessel port location during VMS power
down, estimated duration of the power
down exemption, and reason for power
down; and

(4) The owner or operator enters the
power-down code through the use of
the VMS Declaration form on the ter-
minal and, prior to powering down the
VMS, receives a confirmation, through
the VMS terminal, that the form was
successfully delivered.

(e) Declaration of fishing trip and gear.
Prior to departure for each trip, a ves-
sel owner or operator must report to
NMFS any fishery the vessel will par-
ticipate in on that trip and the specific
type(s) of fishing gear, using NMFS-de-
fined gear codes, that will be on board
the vessel. This information may be re-
ported to NMFS using the toll-free
number, 888-219-9228, or via an attached
VMS terminal.

(f) Installation and activation of a
VMS. Only a VMS that has been ap-
proved by NMFS for the Gulf reef fish
fishery may be used, and the VMS

50 CFR Ch. VI (10-1-13 Edition)

must be installed by a qualified marine
electrician. When installing and acti-
vating the NMFS-approved VMS, or
when reinstalling and reactivating
such VMS, the vessel owner or operator
must—

(1) Follow procedures indicated on a
NMFS-approved installation and acti-
vation checklist for the applicable fish-
ery, which is available from NMFS Of-
fice for Law Enforcement, Southeast
Region, 263 13th Avenue South, St. Pe-
tersburg, FL 33701; phone: 800-758-4833;
and

(2) Submit to NMFS Office for Law
Enforcement, Southeast Region, 263
13th Avenue South, St. Petersburg, FL
33701, a statement certifying compli-
ance with the checklist, as prescribed
on the checklist.

(3) Submit to NMFS Office for Law
Enforcement, Southeast Region, 263
13th Avenue South, St. Petersburg, FL
33701, a vendor-completed installation
certification checklist, which is avail-
able from NMFS Office for Law En-
forcement, Southeast Region, 263 13th
Avenue South, St. Petersburg, FL
33701; phone: 800-758-4833.

(g) Interference with the VMS. No per-
son may interfere with, tamper with,
alter, damage, disable, or impede the
operation of the VMS, or attempt any
of the same.

(h) Interruption of operation of the
VMS. When a vessel’s VMS is not oper-
ating properly, the owner or operator
must immediately contact NMFS Of-
fice for Law Enforcement, Southeast
Region, 263 13th Avenue South, St. Pe-
tersburg, FL 33701, phone: 800-758-4833,
and follow instructions from that of-
fice. If notified by NMFS that a ves-
sel’s VMS is not operating properly,
the owner and operator must follow in-
structions from that office. In either
event, such instructions may include,
but are not limited to, manually com-
municating to a location designated by
NMFS the vessel’s positions or return-
ing to port until the VMS is operable.

(i) Access to position data. As a condi-
tion of authorized fishing for or posses-
sion of fish in a fishery subject to VMS
requirements in this section, a vessel
owner or operator subject to the re-
quirements for a VMS in this section
must allow NMFS, the USCG, and their
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authorized officers and designees ac-
cess to the vessel’s position data ob-
tained from the VMS.

§622.29 Conservation
protected resources.

(a) Gulf reef fish commercial vessels and
charter vessels/headboats—(1) Sea turtle
conservation measures. (i) The owner or
operator of a vessel for which a com-
mercial vessel permit for Gulf reef fish
or a charter vessel/headboat permit for
Gulf reef fish has been issued, as re-
quired under §§622.20(a)(1) and 622.20(b),
respectively, must post inside the
wheelhouse, or within a waterproof
case if no wheelhouse, a copy of the
document provided by NMFS titled,
“Careful Release Protocols for Sea
Turtle Release With Minimal Injury,”
and must post inside the wheelhouse,
or in an easily viewable area if no
wheelhouse, the sea turtle handling
and release guidelines provided by
NMFS.

(ii) Such owner or operator must also
comply with the sea turtle bycatch
mitigation measures, including gear
requirements and sea turtle handling
requirements, specified in
§§635.21(c)(5)(i) and (ii) of this chapter,
respectively.

(iii) Those permitted vessels with a
freeboard height of 4 ft (1.2 m) or less
must have on board a dipnet, tire,
short-handled dehooker, long-nose or
needle-nose pliers, bolt cutters,
monofilament line cutters, and at least
two types of mouth openers/mouth
gags. This equipment must meet the
specifications described in
§§635.21(c)(5)(1)(E) through (L) of this
chapter with the following modifica-
tions: the dipnet handle can be of vari-
able length, only one NMFS-approved
short-handled dehooker 1is required
(i.e., §635.21(c)(5)(A)(G) or (H) of this
chapter); and life rings, seat cushions,
life jackets, and life vests or any other
comparable, cushioned, elevated sur-
face that allows boated sea turtles to
be immobilized, may be used as alter-
natives to tires for cushioned surfaces
as specified in §635.21(c)(5)(1)(F') of this
chapter. Those permitted vessels with
a freeboard height of greater than 4 ft
(1.2 m) must have on board a dipnet,
tire, long-handled line clipper, a short-
handled and a long-handled dehooker, a

measures for
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long-handled device to pull an inverted
“V”’, long-nose or needle-nose pliers,
bolt cutters, monofilament line cut-
ters, and at least two types of mouth
openers/mouth gags. This equipment
must meet the specifications described
in §635.21(c)(5)(1)(A) through (L) of this
chapter with the following modifica-
tions: only one NMFS-approved long-
handled dehooker (§635.21(c)(5)(i)(B) or
(C)) of this chapter and one NMFS-ap-
proved short-handled dehooker
(§635.21(c)(5)(I)(G) or (H) of this chap-
ter) are required; and life rings, seat
cushions, life jackets, and life vests, or
any other comparable, cushioned, ele-
vated surface that allows boated sea
turtles to be immobilized, may be used
as alternatives for cushioned surfaces
as specified in §635.21(c)(5)(1)(F') of this
chapter.

(2) Smalltooth sawfish conservation
measures. The owner or operator of a
vessel for which a commercial vessel
permit for Gulf reef fish or a charter
vessel/headboat permit for Gulf reef
fish has been issued, as required under
§§622.20(a)(1) and 622.20(b), respectively,
that incidentally catches a smalltooth
sawfish must—

(i) Keep the sawfish in the water at
all times;

(ii) If it can be done safely, untangle
the line if it is wrapped around the
saw;

(iii) Cut the line as close to the hook
as possible; and

(iv) Not handle the animal or at-
tempt to remove any hooks on the saw,
except for with a long-handled
dehooKker.

(b) [Reserved]

§622.30 Required fishing gear.

For a person on board a vessel to fish
for Gulf reef fish in the Gulf EEZ, the
vessel must possess on board and such
person must use the gear as specified in
paragraphs (a) and (b) of this section.

(a) Non-stainless steel circle hooks.
Non-stainless steel circle hooks are re-
quired when fishing with natural baits.

(b) Dehooking device. At least one
dehooking device is required and must
be used to remove hooks embedded in
Gulf reef fish with minimum damage.
The hook removal device must be con-
structed to allow the hook to be se-
cured and the barb shielded without re-
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